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(14) Floodlights to illuminate the 
personnel and boat retrieval area, the 
scramble net when deployed, and the 
water around the personnel retrieval 
and scramble net deployment areas. 

(15) A copy of ‘‘The Ship’s Medicine 
Chest and Medical Aid at Sea’’, DHHS 
Publication No. (PHS) 84–2024, avail-
able from the Superintendent of Docu-
ments, U.S. Government Printing Of-
fice, Washington, DC 20402. 

(16) An industrial first aid kit sized 
for 50 percent of the number of persons 
on the most populated facility that the 
standby vessel is designated to assist. 

(17) Coast Guard approved life pre-
servers for 50 percent of the number of 
persons on the most populated facility 
that the standby vessel is designated to 
assist. 

(b) Equipment required by paragraph 
(a) of this section must be to the satis-
faction of the Officer in Charge, Marine 
Inspection. 

§ 143.407 Manning. 

Standby vessels must be crewed in 
accordance with their certificate of in-
spection for 24 hour operation. The Of-
ficer in Charge, Marine Inspection, 
may require the crew to be augmented, 
as necessary, to provide for maneu-
vering the standby vessel, for lookouts, 
for rigging and operating retrieval 
equipment, and for caring for sur-
vivors. 
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AUTHORITY: 43 U.S.C. 1333d; 46 U.S.C. 
3102(a); 46 CFR 1.46. 

Subpart 144.01—Manned 
Platforms 

§ 144.01–1 Life floats. 
Each manned platform shall be pro-

vided with at least two approved life 
floats. The life floats shall have suffi-
cient capacity to accommodate all per-
sons present at any one time. 

[CGFR 56–4, 21 FR 903, Feb. 9, 1956] 

§ 144.01–5 Location and launching of 
life floats. 

The life floats shall be distributed in 
accessible locations and mounted on 
the outboard sides of the working plat-
form in such a manner as to be readily 
launched. 

[CGFR 56–4, 21 FR 903, Feb. 9, 1956] 

§ 144.01–10 Equipment for life floats. 
(a) Each lifefloat shall be provided 

with a painter. This painter shall be a 
manila rope not less than 23⁄4 inches in 
circumference and of a length not less 
than three times the distance from the 
deck where the lifefloat is stowed to 
the low water line. Alternatively, the 
painter may be of other material pro-
vided it has equal strength to the size 
of manila rope specified and is not less 
than 1⁄2 inch in diameter. 

(b) Each life float must have a water 
light of an approved automatic electric 
type constructed in accordance with 46 
CFR Subpart 161.010, except a water 
light constructed in accordance with 
former 46 CFR Subpart 161.001 that was 
installed before January 1, 1972, may be 
retained in an existing installation as 
long as it is maintained in good condi-
tion. The water light must be attached 
to the life float by a 12-thread manila 
or equivalent synthetic lanyard not 
less than 2 meters (6 feet) nor more 
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